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Lumenpulse Alphaled
4th Avenue
The Village
Trafford Park
Manchester
M17 1DB

Telephone
+44 (0) 161 872 6868

Facsimile
+44 (0) 161 872 6869

Email
alphaled@lumenpulse.com

Website
www.alphaled.co.uk

Lumenpulse Alphaled are constantly 
developing and improving our product 
range. All descriptions, illustrations, 
drawings and specifications in this 
catalogue are present and correct, they 
perform only general particulars and 
shall not form any part of any contract. 
The right is reserved to change specifica-
tions without prior notification or public 
announcement. All goods supplied by 
the company are supplied subject to the 
company’s General Conditions of sale, a 
copy of which is available on request.

Printed in the UK 
November 2014
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1 The Sheraton Grand Hotel and Spa, Edinburgh, UK

2 Augsburg Congress Hall, Augsburg, Germany

3 Bury Art Museum, Bury, UK

4 BMW Showroom, Rome, Italy

5 The V & A Museum of Childhood, London, UK

6 Double Tree Hilton, Marjan Island, UAE

7 The Shard, London, UK 

Lumenpulse AlphaLED Company Profile

Lumenpulse AlphaLED is a leading specification-grade LED lighting 
solutions manufacturer. Established via Lumenpulse’s acquisition of 
AlphaLED in July 2014, Lumenpulse AlphaLED combines the knowledge 
and strengths of Lumenpulse, Projection Lighting and the AlphaLED 
brand, offering a versatile portfolio of sustainable, high-performance LED 
luminaires for retail, commercial and architectural applications.

AlphaLED was a successful brand of Projection Lighting, itself established 
over 20 years ago. Using corrective cold phosphor technology, AlphaLED 
became the first LED manufacturer in the UK to offer a 5-year warranty, 
guaranteeing both the quantity and quality of light over a five-year period. 
This is one of the main reasons the company has continuously won 
prestigious projects around the world. In 2013, AlphaLED’s achievements 
were recognised with a Lux Award for Manufacturer of the Year and the 
Queens Award for Enterprise and International Trade.

Lumenpulse now offers over 100 LED products, covering ten product 
product families and a wide range of applications. The company has more 
than 350 employees worldwide, with corporate headquarters in Montreal, 
Canada, and offices in Boston, London, Manchester and Paris.
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INDEX

Apto 15

Cube Downlight 35

Chime 17

Cube Washer 37

Metropole 18

Cube 39

Imp 51Micro 70 49 Imp Square 53

Micro 90 64 Micro Washer 90 65 Pin Hole 67

Universal Glass 80 Universal Halo 80 Universal Clear 80

LED 111 Round 102 Xirius Soft 105Mercury 103

GYRO SERIES
Gimbal style luminaires with gyroscopic movement.  
Available with single or multi head combinations. Contemporary finished bezel  
or plaster-in trimless for minimal appearance.

70 SERIES
Discrete luminaires perfect for residential, hospitality and leisure applications.

90 SERIES
Small profile luminaires. Perfect for residential, hospitality, leisure and board-room 
applications.

100 SERIES
Functional and perfect for general lighting including retail, cafe, corridor, toilet,  
reception, hotel and leisure.

120 SERIES
Versatile high lumen applications. Ideal for high ceilings and high ambient levels, 
suited to large open areas and difficult to maintain locations and dedicated wall 
washing.

200 SERIES
High output luminaires with low glare, dedicated wall washing and high accent optical 
systems. Ideal for general retail and commercial area lighting, uniform wall washing,  
high ceilings and hard to access locations.

SPECIALS
From bespoke fixtures to modifications to our standard product range.

CONTROL GEAR + EMERGENCY
Diverse range of driver options from fixed output to dimmable versions.
Dimming Options: Trailing Edge, Leading Edge, DALI and Analogue 1-10.
Dimming to less than 1% available.

TRACK AND SPOTS
Track mounted spotlights suitable for three circuit and dimmable track.

Nimble 91Mini Scoop 90

Control Gear 123

Prism Pendant 118

Emergency 124

Nimble Pin Hole 93
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Curve 21Metropole 2 19

Cube 2 41

Kamra 23

Cube 3 42

Iris Track 25

Cube 4 43 LED 111 44

Focus 27

LED 111-2 45

Etch 29

Imp Soft Square/Square Tilt 57/59 Imp Wet 60 Imp Wet Square 61Imp Soft Round/Round Tilt 54/55

Mini Washer 71 Soft Round 72 Soft 90 73 Round 90 76Soft Washer 75 Square 90 77

Universal Adjust 85 Basic 87Universal Aqua 83

Axum 107 Xirius 109 Slot Scoop 111 Square 114Slot 113 Square Asymmetric 115

Mini Washer Sq 70

Universal Drop 80 Universal Fire Rated 82Universal Open 81

Pin Hole Square  69

www.alphaled.co.uk

Nimble Square 96 Nimble Sq Pinhole 97 Area 98 Washer 99Nimble Washer 95
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Lumenpulse Families

Lumenpulse has over 90 LED luminaires organized in 

scalable families. Combining innovative technology with 

strong industrial design, Lumenpulse addresses the need for 

design versatility, visual consistency across applications and 

long-term durability.   

For the full catalogue, visit www.lumenpulse.com.
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lumensign®

lumenline™ family

lumendome™ family lumensub™ family

lumenbeam™ family lumenfacade™ family

control family

lumentube®

lumenedge™

lumencove® family

lumentask™

lumentalk™

90281_PL_Text.indd  5 04/11/2014  14:30



6 www.alphaled.co.uk66

“This is a big win for retrofits and refurbishment 
projects, saving time, money and client disruption.” 

Iain Ruxton, Speirs + Major

Lumentalk



www.alphaled.co.uk 77

Digital control over AC mains

Lumentalk is a patented technology that enables digital control of LED lighting 

over AC mains, making it easier and more cost-effective to convert to LED and 

digital control.

 

No new wiring

Lumentalk uses the electrical infrastructure as a carrier for data, making it 

unnecessary to install new data cabling. 

 

Save time, money and client disruption

By being able to control over the mains, clients avoid the hassle and expense  

of having to install additional wiring or remodel architecture.

 

Works with any dimmer or controller

Lumentalk is designed to enhance existing controllers, not replace them.  

It allows any dimming or control protocol – DMX, Dali, 1-10V or phase  

dimming – to be carried over the mains, reducing complexity and 

incompatibility issues.

 

Dimming down to 1%

Lumentalk allows smooth and precise, low-end dimming all the way down to 1%.
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Colour Temperature 
AlphaLED modules are individually tuned to a very 

tight specification, with a narrower colour temperature 

tolerance than any competition, 1 x 2 MacAdam Ellipses. 

Most of the industry defines their tolerance as within 

a 3-step area, which is more than 3 times larger than 

AlphaLED. 

Colour temperatures of 2700K, 3000K, 3500K and 4000K 

are available.

Colour Consistency 
AlphaLED modules are individually measured and tuned 

to within 1 x 2 MacAdam Ellipses before they are shipped. 

Our corrective cold phosphor technology enables us to 

keep the module cool to minimise colour degradation over 

life. We guarantee the quantity, quality and consistency of 

light over the first five years. This is an industry first.

We are the only manufacturer with this guarantee and a 

proven track over the six years.

Lumen Maintenance 
Unique corrective cold phosphor technology ensures 

cooler operating temperatures. This means the aging 

process of the phosphor is slowed. We guarantee no 

noticeable colour shift and a maximum of 5% lumen loss 

across the installation after 5 years. No other LED light 

source can match this.

Colour Rendering 
The remote phosphor is independently tuned for each 

mode great colour rendering across our range. Unlike 

other light sources AlphaLED performs across the full 

15 international standard colours ensuring good colour 

rendering in the real world. 

True Colour Elite has unmatched colour rendering 

(CRI98) and is ideally suited to galleries, museums, retail 

environment or anywhere that true colour is vital.

Vibrancy is designed for retail environments; saturated 

colours appear brighter, colourful and more desirable. 

Halogen

CDM-T
Compact Fluorescent

100%

70%

0%
50,00012,0003,000

5%

30%

Independent test results
98% at 25,000Hr

Conventional LED

Colour Temperature

Lumen Maintenance

 Xicato Specification   McAdam Ellipses (1, 2, 3, 4 Step)   ANSI NEMA Standard

Unrivalled Performance
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The Core technology 
The unique corrective cold phosphor technology remains at the core of the 

AlphaLED module. With a proven track record of over 5 years the ground 

breaking technology has now evolved into the new core allowing greater 

efficacies up to 130 lm/W.  

The Guarantee  
No noticeable colour shift and a maximum of 5% lumen loss across the 

installation after 5 years.

This is an industry first.

Technology
The New Standard

Technology 
At the centre of the optic are Blue LED’s. A tailored phosphor coated film is then 

selected to accurately tune the colour temperature. This separated Sapphire 

crystal glass remains at a very low operating temperature, which reduces lumen 

deprecation and colour shift throughout its life. No other LED technology can 

match the overall quality and performance of AlphaLED.

Heatsink

Blue LED’s

Optical Mixing 
Chamber

Corrective Cold 
Phosphor Layer

White Light

Thermal Pad

LED Module

Reflector

90281_PL_Text.indd  9 04/11/2014  14:30
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Standard, CRI80+

• All Applications

• Good Quality Light

• Accurate Colour

• Superior Colour Consistency

True Colour Elite, CRI98

• Galleries, Museums and High End Retail

• Highest Quality of LED Light Available

• Natural Colour

• Superior Colour Consistency

Vibrancy

• Retail

• Enhanced Light

• Saturated Colours

• Superior Colour Constancy

Standard Series light provides a smooth spectrum of 

light, right on the blackbody curve that allows it to feel 

natural and to make colours look right to the viewer. 

Together, the quality of light, consistency, efficiency and 

longevity make Standard Series light superior to the light 

from ceramic metal halide and fluorescent lamps.

True Colour Elite further smooth’s the light spectrum coming 

even closer to replicating natural light. Including additional 

phosphors increases the fidelity and gives the light an 

even richer feel. Colours are a bit brighter, particularly reds 

which benefit from the extended spectrum. As a result, True 

Colour Elite is superior to halogen lamps for colour, feel and 

consistency of appearance.

The Vibrancy Series brings out vivid, saturated colours 

and the details of texture for compelling and eye-catching 

visuals. This new light enables us to see colours, hues 

and tones, particularly for whites, reds and blues, that are 

real, but simply aren’t visible under halogen light. These 

saturated colours create a vibrancy effect that’s clearly 

different and based on independent test, preferred by 

many shoppers and lighting professionals. 

80 81 86 89 81 80 80 85 68 16 66 80 62 82 93 77

81 80 85 89 81 78 80 86 66 16 64 79 58 81 93 75

98 98 99 98 98 98 97 98 98 96 99 98 88 98 98 98

MODULES
Options for colour rendition
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MODULES
Options for performance and flexibilty

Wattage data correct at time of printing (November 2014). Refer to www.alphaled.co.uk for latest figures.

Lumen Output
(lm)

Drive Current
(mA)

Wattage
(W)

Colour Temperature 

2700K 3000K 3500K 4000K

√500 lm 250mA √

√700 lm 350mA √

√1000 lm 500mA √

√1300 lm 700mA √

√2000 lm 700mA √

√ √

Spot Modules

4.2

5.6

8.1

11.7

19.5

3000 lm 1050mA 29.3

Linear Modules

√ √4000 lm 1050mA 48.1

Total Circuit 
Watts 

(W)

5

6

8.8

14.5

23.5

33

29.3

√

√

√

√

√

√

√

√

√

√

√

√

√

√

√500 lm 250mA √

√700 lm 350mA √

√1000 lm 500mA √

√1300 lm 700mA √

√ √

6.5

8.3

12.2

17.6

2000 lm 1050mA 26.4

CRI 80/ V8

6

9.8

13.8

18.5

28.5

√

√

√

√

√

√

√

√

√

√

√1250 lm 350mA √

√1700 lm 500mA √

√2250 lm 700mA √

√3000 lm 1050mA √

√ √

12.6

18.4

26.5

41.4

4000 lm 1050mA 59.1

CRI 80 / V8

15

23

31

46.5

61.5

√

√

√

√

√

√

√

√

√

√

√3000 lm 350mA √

√3000 lm 500mA √

√3000 lm 700mA √

√3000 lm 1050mA √

18.3

26.8

38.6

59.9

CRI 98 / V9 23.5

32

46

65

√

√

√

√

√

√

√

√

CRI 98 / V9

MODULES
Options for performance and flexibility

90281_PL_Text.indd  11 04/11/2014  14:31
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Frederikshavn Art Museum

Denmark

90281_PL_Text.indd   12 04/11/2014   14:31
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A creative range of spotlights appropriate for retail spaces, 

galleries and museums, great at creating focal points within 

a space or highlighting displays and merchandise. Track 

available in surface, recessed or mono point versions suitable 

for three circuit and dimmable options. 

Quality die cast construction with integral driver. 

Outputs up to 4000 lumens. CRI 98 True Colour Elite where 

colour rendering is paramount or CRI 80+ for general lighting 

applications.

Zero ultraviolet (UV) and infrared (IR) radiation.

Beam angles from 10˚ to 60˚ with asymmetric options, 

providing ambient to dramatic effects.

Cool running allowing safe and simple aiming.

Optical accessories for increased beam refinement:

• Barn Doors

• Honeycomb Louvre

Page 15
Up to 2000 lumen
20, 40 & 60˚ 

Page 17 
Up to 3000 lumen
10, 28 & 40˚ 

Page 18 
Up to 3000 lumen
10, 28 & 40˚ 

Page 19 
Up to 3000 lumen
10, 28 & 40˚ 

Page 21
Up to 2000 lumen
15 & 40˚ 

Page 23 

Up to 2000 lumen
15 & 40˚ 

Page 25 

Up to 1300 lumen
20, 40 & 60˚ 

Page 27 

Up to 2000 lumen
20, 40 & 60˚

Page 29 

Up to 4000 lumen
Asymmetric

Etch

Kamra

Iris Track

Focus

Curve

Metropole 2

Metropole

Chime

Apto

TRACK AND SPOTS

90281_PL_Text.indd  13 04/11/2014  14:32
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Holland
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APTO
TRACK AND SPOTS

• Compact high output spotlight

• Professional optics with varying field available

• Die-cast construction

• Three circuit track adaptor as standard

• Supplied with integral non-dimming driver

• Lockable tilt and rotation

1m1.5m

20°

1.5m 1.5m

2000 lm

1m1.5m

40°

1.5m 1.5m

2000 lm

1m1.5m

60°

1.5m 1.5m

2000 lm

355 lx

630 lx463 lx

1377 lx

993 lx

1874 lx

Accessories

To order, use the following suffix Professional Optics

/HL Honeycomb louvre

/CG Clear glass 

/SL Softening lens 

/AW White Front Ring

/RD Rotary Diming (Allows individual dimming on standard track)

Professional optics available by special order

PRODUCT CODE
Lumen Output: 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

 (CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40°

 (W)  Wide: 60°

Colour: 
 (W)  White 

    (B)  Black

AP _ _ _ _ _ _ _ _ /**

Options:
Dimming:
/DT Trailing Edge 
/DL Leading Edge 
/DD DALI
/DA Analogue (1-10V)
(Other dimming options available see page 123)

141mm

158mm

90°

14
3m

m
Ø85mm

700/1000/1300/2000lm CRI 80+
700/1000/1300/2000lm CRI 98

90281_PL_Text.indd  15 04/11/2014  14:32



ASDA 

Cheltenham
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CHIME
TRACK AND SPOTS

• High output adjustable track mounted spotlight

• Die-cast construction

• Three circuit track adaptor as standard

• Narrow beam option for high accent factor (10˚)

• Supplied with integral non-dimming driver

• Lockable tilt and rotation

PRODUCT CODE
Lumen Output: 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

 (CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (S)  Spot: 10°

 (N)  Narrow: 28°

 (M)  Medium: 40°

Colour: 
 (W)  White

 (B)  Black

CH   _ _ _ _ _ _ _ _ /**

Options:
Dimming:
/DT Trailing Edge 
/DL Leading Edge 
/DD DALI
/DA Analogue (1-10V)
(Other dimming options available see page 123)

1m1.5m

10°

1.5m 1.5m

3000 lm

7022 lx

1m

1518 lx

1.5m

40°

1.5m 1.5m

3000 lm

8000 lx1115 lx

9558 lx

1m1.5m

28°

1.5m 1.5m

3000 lm

2018 lx1482 lx

/RD Rotary Dimming

Allows individual dimming on standard track

150mm

Ø132mm

90°

218mm

229mm

700/1000/1300/2000/3000lm CRI 80+
700/1000/1300lm/2000lm CRI 98

90281_PL_Text.indd  17 04/11/2014  14:32
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METROPOLE
TRACK AND SPOTS

• High output adjustable track mounted spotlight

• Die-cast construction

• Three circuit track adaptor as standard

• Narrow beam option for high accent factor

• Supplied with integral non-dimming driver

• Lockable tilt

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 90˚

PRODUCT CODE
Lumen Output: 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98) CRI 98

(CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (S)  Spot: 10°

 (N)  Narrow: 28°

 (M)  Medium: 40°

Colour: 
 (W)  White

 (B)  Black

MP   _ _ _ _ _ _ _ _ /**

Options:
Dimming:
/DT Trailing Edge 
/DL Leading Edge 
(Other dimming options available see page 123)

1m1.5m

10°

1.5m 1.5m

3000 lm

7022 lx

1m

1518 lx

1.5m

40°

1.5m 1.5m

3000 lm

8000 lx1115 lx

9558 lx

1m1.5m

28°

1.5m 1.5m

3000 lm

2018 lx1482 lx

Accessories

To order, use the following suffix

/BD Barn Doors

/HL Honeycomb louvre 

/RD Rotary Dimming 
Allows individual dimming on standard track

296mm

286mm

22
4m

m
Ø132mm

90°

700/1000/1300/2000/3000lm CRI 80+
700/1000/1300lm/2000lm CRI 98

90281_PL_Text.indd  18 04/11/2014  14:33
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METROPOLE 2
TRACK AND SPOTS

• High output adjustable track mounted spotlight

• Smooth professional dimming available (down to 0.1%) 

• Die-cast construction

• Three circuit track adaptor as standard

• Narrow beam option for high accent factor

 • Supplied with integral non-dimming driver

• Lockable tilt and rotation

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 90˚

PRODUCT CODE
Lumen Output: 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm 

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 

 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98) CRI 98 

 (CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (S)  Spot: 10°

 (N)  Narrow: 28°

 (M)  Medium: 40°

Colour: 
 (W)  White

 (B)  Black

ML   _ _ _ _ _ _ _ _ /**

Options:
Dimming:
/DT Trailing Edge 
/DL Leading Edge 
/DD DALI
/DA Analogue (1-10V) 
/LT Lumentalk
(Other dimming options available see page 123)

1m1.5m

10°

1.5m 1.5m

3000 lm

7022 lx

1m

1518 lx

1.5m

40°

1.5m 1.5m

3000 lm

8000 lx1115 lx

9558 lx

1m1.5m

28°

1.5m 1.5m

3000 lm

2018 lx1482 lx

Accessories

To order, use the following suffix

/BD Barn Doors

/HL Honeycomb louvre 

/RD Rotary Dimming 

/AW White Front Ring

Allows individual dimming on standard track

 

22
4m

m
Ø132mm

90°

321mm

241mm

700/1000/1300/2000/3000/4000lm CRI 80+
700/1000/1300lm/2000lm CRI 98

90281_PL_Text.indd  19 04/11/2014  14:33
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Bury Art Museum 

Bury
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CURVE
TRACK AND SPOTS

• Adjustable track mounted spotlight

• Die-cast construction

• Three circuit track adaptor as standard

• Narrow and medium beam options for high accent factor

• Supplied with non-dimming driver

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 180˚

Lumen Output: 
 (10)  1000 lm  

 (13)  1300 lm

 (20) 2000 lm 

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

 (CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 15°

 (M)  Medium: 40°

Colour: 
 (W)  White

 (B)  Black

 (S)  Silver Grey

CV  _ _ _ _ _ _ _ _ /**

Options:
Dimming:
/DT Trailing Edge 
/DL Leading Edge 
/DD DALI
/DA Analogue (1-10V)
(Other dimming options available see page 123)

PRODUCT CODE

1m1.5m

15°

1.5m 1.5m

1300 lm

1340 lx

1m

360 lx

1.5m

40°

1.5m 1.5m

1300 lm

8000 lx325 lx

1450 lx

/RD Rotary Dimming

Allows individual dimming on standard track

94mm

Ø115mm

215mm

160mmRotate: 355°
Tilt: 180°

1000/1300/2000lm CRI 80+
1000/1300/2000lm CRI 98

90281_PL_Text.indd   21 04/11/2014   14:33
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PENALTY 

Madrid. Lighting Design by Crea Projects

90281_PL_Text.indd   22 04/11/2014   14:34
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KAMRA
TRACK AND SPOTS

• Adjustable track mounted spotlight

• Die-cast construction

• Three circuit track adaptor as standard

• Narrow and medium beam options for high accent factor

• Supplied with non-dimming driver

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 80˚

PRODUCT CODE
Lumen Output: 

 (10)  1000 lm 

 (13)  1300 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 1000 Lumens)

Beam Angles: 

 (N)  Narrow: 15°

 (M)  Medium: 40°

Colour: 
 (W)  White

 (B)  Black

 (S)  Silver Grey

KM  _ _ _ _ _ _ _ _ 

1m1.5m

15°

1.5m 1.5m

1300 lm

1340 lx

1m

360 lx

1.5m

40°

1.5m 1.5m

1300 lm

8000 lx325 lx

1450 lx

40mm
166mm

174mm

86mm

80°

1000/1300/2000lm CRI 80+
1000/1300/2000lm CRI 98
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• Decorative adjustable track mounted spotlight

• Die-cast construction

• Three circuit track adaptor as standard

• Supplied with integral non-dimming driver

• Ideal for decorative retail applications

• Ceiling mounted option available

IRIS TRACK
TRACK AND SPOTS

Lumen Output:  
 (04)  400 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

Colour Temps: 
(27) 2700K

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 1000 Lumens)

 Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 

 (B) Chrome & Black

IT  _ _ _ _ _ _ _ /**

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 90˚

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge 
/DL Leading Edge
(Other dimming options available see page 123 )

1m1.5m

20°

1.5m 1.5m

1300 lm

1m1.5m

40°

1.5m 1.5m

1300 lm

1m1.5m

60°

1.5m 1.5m

1300 lm

355 lx

307 lx226 lx

671 lx

484 lx

1874 lx

IRIS
(Ceiling Mounted) 

Product Code IR
/RD Rotary Dimming

Allows individual dimming on standard track

130mm

227mm

400/700/1000 CRI 98
400/700/1000/1300lm CRI 80+
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FOCUS
TRACK AND SPOTS

• Compact adjustable track mounted spotlight

• Die-cast construction

• Three circuit track adaptor as standard

• Supplied with integral non-dimming driver

• Ideal for decorative retail applications

• Glare control accessories available

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 90˚

Lumen Output:  
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI 98 / V9 up to 1300 Lumens)

 Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W) White

 (B) Black

FO  _ _ _ _ _ _ _ _ /**

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge 
/DL Leading Edge 
(Other dimming options available see page 123)

1m1.5m

20°

1.5m 1.5m

2000 lm

1m1.5m

40°

1.5m 1.5m

2000 lm

1m1.5m

60°

1.5m 1.5m

2000 lm

355 lx

630 lx463 lx

1377 lx

993 lx

1874 lx

Accessories

To order, use the following suffix

/HL Honeycomb louvre 

/CG Clear Glass 

/SL Softening Lens 

/RD Rotary Dimming 

Allows individual dimming on standard track

155mm

236mm

90°

400/700/1000/1300lm CRI 98
700/1000/1300/2000lm CRI 80+
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Lumen Output: 
 (12)  1250 lm 

 (17)  1700 lm 

 (22)  2250 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

 (CRI 98 / V9 up to 3000 Lumens)

Beam Angles: 

 (W) Wide

Colour: 
 (W)  White

 (B)  Black

EC _ _ _ _ _ _ _ _  /**

Options:
Dimming:
/DT Trailing Edge 
/DL Leading Edge 
/DD DALI
/DA Analogue (1-10V)
(Other dimming options available see page 123)

ETCH
TRACK AND SPOTS

• Adjustable asymmetric luminaire

• Die-cast construction

• Uniform wall wash with no ceiling shadow

• Three circuit track adaptor as standard

• Supplied with non-dimming driver

• High output with passive two phase heat sink

/HL Honeycomb louvre

PRODUCT CODE

Wide, 4000 lm
1.5m0.9m

1m

2m

3m

380 lx

370 lx

340 lx

570 lx

380 lx

360 lx

1.5m 1.5m

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 135˚

Accessories

To order, use the following suffix
/BD Barn Doors /RD Rotary Dimming 

Allows individual dimming on standard track

240mm

335mm

160mm

1250/1700/2250/3000/4000lm CRI 80+
1250/1700/2250/3000lm CRI 98
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TRACK AND SPOTS

TRACK ACCESSORIES
65mm

32mm

Live end
Surface Mounted Track

Dead end

65mm

56mm

Live end
Recessed Track

Coupler Centre Feed

32mm

100mm

L-Junction Left

65mm

65mm

L-Junction Right

65mm

65mm

T-Junction Left

65mm

100mm

4 Way Connector

100mm

100mm

Flexi Connector

180mm

32mm

T-Junction Right

100mm

65mm

3 Circuit Track Accessories

31mm

32mm 32mm

56mm

3 Circuit Track

Ø125mm

Mono point

T432

T435-R

T435-L

T435-R T436-L T431-L

T432

T437

3 Circuit
Example Layout from above

Available by special order
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Example Layout from above

Available by special order

33mm

60mm

3 CIRCUIT TRACK
• 3 Circuit mains voltage track

• Available in surface and recessed versions

• Finished in white or black

 Surface Mounted Track Recessed Track Colour Options

3m T430 TR430 /W White

2m T420 TR420 /B Black

1m T410 TR410
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Available by special order

33mm

60mm

Live End 
(Surface Track)

T431-R

Also available with left feed

T431-L

Live End 
(Recessed Track)

T438-R

Also available with left feed

T438-L

3 Circuit Example Layout (Viewed from Above)

Centre Feed

T434

T-Junction Left

T436-L

L-Junction Left

T435-L

T-Junction Right

T436-R

Flexi Connector

T439

Coupler

T433

Dead End

T432

L-Junction Right

T435-R

4 Way Connector

T437

Surface Mono 
Point

T441

All components are shown from above. Use the red indicator line and example layout to plan your installation.
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Available by special order

33mm

60mm

68mm

36mm

Live end
Surface Mounted Track

Dead end

L-Junction Left

105mm

105mm

L-Junction Right

T-Junction Left

141mm

172mm

4 Way Connector

172mm

172mm

Flexi Connector

256mm

36mm

T-Junction Right

172mm

141mm

Data Bus Accessories

Track with Data Bus

32mm

36mm

41mm

59mm

40mm

Coupler

58mm

105mm

105mm

11mm

T431D

Example Layout from above

T435D-R T435D-L

T435D-R T436D-L T431D

T432D

T437D

Data Bus

68mm

59mm

Live end
Recessed Track

T438D

Ø125mm Ø125mm

Surface
Mono Point

Recessed
Mono Point

T441D T442D

Recessed Mono 
Point

T442
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TRACK ACCESSORIES
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Example Layout from above
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Example Layout from above

T435D-L T435D-R

T435D-L T436D-R T431D-L

T432D

T437D

Data Bus

DATA BUS TRACK
TRACK AND SPOTS

• 3 Circuit dimmable mains voltage track

• Available in surface and recessed versions

• Finished in white, black or silver

 Surface Mounted Track Recessed Track Colour Options
  (Available in white only)

3m T430D TR430D /W White

2m T420D TR420D /B Black

1m T410D N/A /S Silver
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Live end
Surface Mounted Track

Dead end

L-Junction Left

105mm

105mm

L-Junction Right

T-Junction Left

141mm

172mm

4 Way Connector

172mm

172mm

Flexi Connector

256mm

36mm

T-Junction Right

172mm

141mm

Data Bus Accessories

Track with Data Bus

32mm

36mm

41mm

59mm

42mm

Coupler

58mm

105mm

105mm

11mm

T431D-R

Example Layout from above

T435D-L T435D-R

T435D-L T436D-R T431D-L

T432D

T437D

Data Bus

68mm

36mm

Live end
Surface Mounted Track

Dead end

L-Junction Left

105mm

105mm

L-Junction Right

T-Junction Left

141mm

172mm

4 Way Connector

172mm

172mm

Flexi Connector

256mm

36mm

T-Junction Right

172mm

141mm

Data Bus Accessories

Track with Data Bus

32mm

36mm

41mm

59mm

42mm

Coupler

58mm

105mm

105mm

11mm

T431D-R

Example Layout from above

T435D-L T435D-R

T435D-L T436D-R T431D-L

T432D

T437D

Data Bus

68mm

36mm

Live end
Surface Mounted Track

Dead end

L-Junction Left

105mm

105mm

L-Junction Right

T-Junction Left

141mm

172mm

4 Way Connector

172mm

172mm

Flexi Connector

256mm

36mm

T-Junction Right

172mm

141mm

Data Bus Accessories

Track with Data Bus

32mm

36mm

41mm

59mm

42mm

Coupler

58mm

105mm

105mm

11mm

T431D-R

Example Layout from above

T435D-L T435D-R

T435D-L T436D-R T431D-L

T432D

T437D

Data Bus

65mm

32mm

Live end
Surface Mounted Track

Dead end

65mm

56mm

Live end
Recessed Track

Coupler Centre Feed

32mm

100mm

L-Junction Left

65mm

65mm

L-Junction Right

65mm

65mm

T-Junction Left

65mm

100mm

4 Way Connector

100mm

100mm

Flexi Connector

180mm

32mm

T-Junction Right

100mm

65mm

3 Circuit Track Accessories

31mm

32mm 32mm

56mm

3 Circuit Track

Ø125mm

Mono point

T432

T435-R

T435-L

T435-R T436-L T431-L

T432

T437

3 Circuit
Example Layout from above

Available by special order

33mm

60mm

68mm

36mm

Live end
Surface Mounted Track

Dead end

L-Junction Left

105mm

105mm

L-Junction Right

T-Junction Left

141mm

172mm

4 Way Connector

172mm

172mm

Flexi Connector

256mm

36mm

T-Junction Right

172mm

141mm

Data Bus Accessories

Track with Data Bus

32mm

36mm

41mm

59mm

40mm

Coupler

58mm

105mm

105mm

11mm

T431D

Example Layout from above

T435D-R T435D-L

T435D-R T436D-L T431D

T432D

T437D

Data Bus

68mm

59mm

Live end
Recessed Track

T438D

Ø125mm Ø125mm

Surface
Mono Point

Recessed
Mono Point

T441D T442D

Data Bus Example Layout (Viewed from Above)

Live End 
(Surface Track)

T431D-R

Also available with left feed

T431D-L

Live End 
(Recessed Track)

T438D-R

Also available with left feed

T438D-L

Coupler with Feed

T443D

T-Junction Left

T436D-L

L-Junction Left

T435D-L

T-Junction Right

T436D-R

Flexi Connector

T439D

Coupler

T433D

Dead End

T432D

L-Junction Right

T435D-R

4 Way Connector

T437D

Surface Mono 
Point

T441D

Recessed Mono 
Point

T442D

All components are shown from above. Use the red indicator line and example layout to plan your installation.
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Gimbal style luminaires with gyroscopic movement available in 

single or multiple head combinations of square or rectangular 

construction with trimless or contemporary finish. The trimless 

bezel option brings a more refined feeling to the fittings making 

them suitable for high-end apartments, shops, retail and 

hospitality areas.

Quality die cast construction with pre wired driver.

Outputs up to 4000 lumens. CRI 98 True Colour Elite where 

colour rendering is paramount or CRI 80+ for general lighting 

applications.

Zero ultraviolet (UV) and infrared (IR) radiation.

Specular reflectors from 20˚ to 60˚ providing ambient to 

dramatic effects.

Cool running allows safe and simple aiming with a lockable tilt 

mechanism.

AlphaLED Fast Fix mechanism.

Optical accessories for increased beam refinement:

Page 35 

Up to 4000 lumen 
20, 40 & 60°  

Page 37
Up to 4000 lumen 
20, 40 & 60° 

Page 39 

Up to 4000 lumen 
20, 40 & 60°  

Page 41
Up to 2 x 3000 lumen 
20, 40 & 60° 

Page 42 

Up to 3 x 3000 lumen 
20, 40 & 60° 

Page 43 

Up to 4 x 3000 lumen 
20, 40 & 60° 

Page 44 

Up to 4000 lumen 
10, 28 & 40° 

Page 45 

Up to 2 x 4000 lumen 
10, 28 & 40°  

Cube

Cube Downlight

Cube 4

LED 111

LED 111-2

Cube 3

Cube 2

Cube Washer

GYRO SERIES

AlphaLED Fast Fix mechanism
Utilising retractable suspension arms, the 

AlphaLED Fast Fix mechanism ensures quick 

and secure installation in a wide range of 

ceiling types down to 1mm.

• Snoot

• Honeycomb Louvre

• Softening lens

• Ribbed Spreading lens

• Clear glass

• White inner body and  

 gyro rings
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CUBE DOWNLIGHT
GYRO SERIES

• Fixed downlight

• Die-cast construction

• AlphaLED Fast Fix mechanism

• Supplied with pre-wired remote non-dimming driver

• Glare control accessories available

• Supplied with a ribbed spreader lens

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm 

 (30)  3000 lm 

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 /V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (N)  Nickel Satin

CD  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1m

2m

3m

1m

2m

3m

12144 lx

3036 lx

1350 lx

4000 lm20°

4000 lm40°

4000 lm60°

6432 lx

1608 lx

715 lx

4080 lx

1020 lx

453 lx

Accessories

To order, use the following suffix

200mm

Cut Out: 132mm x 132m m

145mm

2000/3000lm CRI 80+
2000lm CRI 98

700/1000/1300lm CRI 80+
700lm/1000/1300lm CRI 98

4000lm CRI 80+

135mm 153mm

/SL Softening Lens

Rotate: 355°

Gyro: 30°Tilt: 20° 30˚
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CUBE WASHER

• Adjustable asymmetric downlight

• Die-cast construction

• AlphaLED Fast Fix mechanism

• Supplied with pre-wired remote non-dimming driver

• Glare control accessories available

• Supplied with a ribbed spreader lens

GYRO SERIES

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm 

 (30)  3000 lm 

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (N)  Nickel Satin

CW  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1349 lx

Tilt 30°

0.9m

1m

2m

3m

4080 lx

1020 lx

453 lx 340 lx

Tilt 30°

0.9m

1m

2m

3m

6432 lx

1608 lx

715 lx 536 lx

2124 lx

Tilt 30°

0.9m

1m

2m

3m

12144 lx

3036 lx

1012 lx

4011 lx

4000 lm20°

4000 lm40°

4000 lm60°

348 lx

Accessories

To order, use the following suffix

Cut Out: 132mm x 132m m

145mm

2000/3000lm CRI 80+
2000lm CRI 98

700/1000/1300lm CRI 80+
700lm/1000/1300lm CRI 98

4000lm CRI 80+

135mm 153mm
200mm

/SL Softening Lens

Rotate: 355°

Gyro: 30°Tilt: 20° 30˚

90281_PL_Text.indd  37 04/11/2014  14:22



Hotel Birger Jahl
Stockholm

90281_PL_Text.indd   38 04/11/2014   14:22



www.alphaled.co.uk 39

CUBE

• Square gimbal downlight with gyroscopic movement

• Die-cast construction

• Lockable tilt mechanism

• AlphaLED Fast Fix mechanism

• Supplied with pre-wired remote non-dimming driver

• Trimless option with skim bead

• Glare control accessories available

GYRO SERIES

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm 

 (30)  3000 lm 

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (N)  Nickel Satin

 (X)  Trimless

GC  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE
Snoot Trimless Aperture

1349 lx

Tilt 30°

0.9m

1m

2m

3m

4080 lx

1020 lx

453 lx 340 lx

Tilt 30°

0.9m

1m

2m

3m

6432 lx

1608 lx

715 lx 536 lx

2124 lx

Tilt 30°

0.9m

1m

2m

3m

12144 lx

3036 lx

1012 lx

4011 lx

4000 lm20°

4000 lm40°

4000 lm60°

348 lx

TRIMLESS 
Product Code 1T

Accessories

To order, use the following suffix

120mm
167mm

Cut Out: 132mm x 132m m

145mm

102mm

2000/3000lm CRI 80+
2000lm CRI 98

700/1000/1300lm CRI 80+
700lm/1000/1300lm CRI 98

4000lm CRI 80+

/SN Snoot 

/HL Honeycomb louvre 

/SL Softening Lens 

/CG Clear Glass 

/WB White inner body and gyro rings

Rotate: 355°

Gyro: 30°Tilt: 20° 30˚
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• Twin gimbal downlight with gyroscopic movement

• Die-cast construction

• Lockable tilt mechanism

• AlphaLED Fast Fix mechanism

• Supplied with pre-wired remote non-dimming driver

• Trimless option with skim bead

• Glare control accessories available

Calculations for x1 optic

CUBE 2
GYRO SERIES

TRIMLESS 
Product Code 2T

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (N)  Nickel Satin

 (X)  Trimless

2C  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

PRODUCT CODESnoot

1012 lx

Tilt 30°

0.9m

1m

2m

3m

3060 lx

765 lx

340 lx 255 lx

Tilt 30°

0.9m

1m

2m

3m

4824 lx

1206 lx

536 lx 402 lx

744 lx

Tilt 30°

0.9m

1m

2m

3m

9108 lx

2277 lx

759 lx

1406 lx

3000 lm20°

3000 lm40°

3000 lm60°

472 lx

Accessories

To order, use the following suffix

/SN Snoot 

/HL Honeycomb louvre 

/SL Softening Lens 

/CG Clear Glass 

/WB White inner body and gyro rings

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

132mm

Cut Out: 332mm x 132m m

102mm

353mm x 145mmGyro Tilt
30°

2000lm CRI 80+
2000lm CRI 98

700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98 3000lm CRI 80+

150mm
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CUBE 3
GYRO SERIES

• Triple gimbal downlight with gyroscopic movement

• Die-cast construction

• Lockable tilt mechanism

• AlphaLED Fast Fix mechanism

• Supplied with pre-wired remote non-dimming driver

• Trimless option with skim bead

• Glare control accessories available

Calculations for x1 optic
Lumen Output: 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 Up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (N) Nickel Satin

 (X)  Trimless

3C  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODESnoot

TRIMLESS 
Product Code 3T

1012 lx

Tilt 30°

0.9m

1m

2m

3m

3060 lx

765 lx

340 lx 255 lx

Tilt 30°

0.9m

1m

2m

3m

4824 lx

1206 lx

536 lx 402 lx

744 lx

Tilt 30°

0.9m

1m

2m

3m

9108 lx

2277 lx

759 lx

1406 lx

3000 lm20°

3000 lm40°

3000 lm60°

472 lx

Accessories

To order, use the following suffix

132mm

Cut Out: 332mm x 132m m

102mm

353mm x 145mm

2000lm CRI 80+
2000lm CRI 98

700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98

3000lm CRI 80+

150mm

/SN Snoot 

/HL Honeycomb louvre 

/SL Softening Lens 

/CG Clear Glass 

/WB White inner body and gyro rings

Rotate: 355°

Gyro: 30°Tilt: 20° 30˚
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CUBE 4
GYRO SERIES

 

• Quad gimbal downlight with gyroscopic movement

• Die-cast construction

• Lockable tilt mechanism

• AlphaLED Fast Fix mechanism

• Supplied with pre-wired remote non-dimming driver

• Trimless option with skim bead

• Glare control accessories available

Calculations for x1 optic Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (N)  Nickel Satin

 (X)  Trimless

4C  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

TRIMLESS 
Product Code 4T

1012 lx

Tilt 30°

0.9m

1m

2m

3m

3060 lx

765 lx

340 lx 255 lx

Tilt 30°

0.9m

1m

2m

3m

4824 lx

1206 lx

536 lx 402 lx

744 lx

Tilt 30°

0.9m

1m

2m

3m

9108 lx

2277 lx

759 lx

1406 lx

3000 lm20°

3000 lm40°

3000 lm60°

472 lx

Accessories

To order, use the following suffix

/SN Snoot 

/HL Honeycomb louvre 

/SL Softening Lens 

/CG Clear Glass 

/WB White inner body and gyro rings

Rotate: 355°

Gyro: 30°Tilt: 20° 30˚

150mm 132mm

700/1000/1300lm CRI 80+
700lm/1000/1300lm CRI 98

102mm

249mm x 145mm

TRIMLESS 
Product Code 3T

2000lm CRI 80+
2000lm CRI 98 3000lm CRI 80+
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• High output gimbal downlight with gyroscopic movement

• Die-cast and steel construction

• AR111 retrofit luminaire

• Supplied with pre-wired remote non-dimming driver

LED111
GYRO SERIES

Calculations for x1 optic

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (S)  Spot: 10°

 (N)  Narrow: 28° 

 (M)  Medium: 40° 

Colour: 
 (W)  White

GL  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1854 lx

Tilt 30°

0.9m

1m

2m

3m

16692 lx

4173 lx

1391 lx

5513 lx

4000 lm10°

Tilt 30°

0.9m

1m

2m

3m

6287 lx

1572 lx

700 lx 524 lx

2077 lx

4000 lm28°

Tilt 30°

0.9m

1m

2m

3m

5971 lx

1493 lx

664 lx 498 lx

4000 lm40°

1972 lx

Cut Out: 165mm x 165m m

2000/3000lm CRI 80+
2000lm CRI 98

700/1000/1300lm CRI 80+
700lm/1000/1300lm CRI 98

4000lm CRI 80+

108mm
150mm

90mm

181mm x 181mm

Rotate: 355°

Gyro: 30°Tilt: 20° 30˚
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LED111-2
GYRO SERIES

 

• Twin high output gimbal downlight with 

 gyroscopic movement

• Die-cast and steel construction

• AR111 retrofit luminaire

• Supplied with pre-wired remote non-dimming driver

Calculations for x1 optic
Lumen Output: 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (S)  Spot: 10°

 (N)  Narrow: 28° 

 (M)  Medium: 40°

Colour: 
 (W)  White

2L  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1854 lx

Tilt 30°

0.9m

1m

2m

3m

16692 lx

4173 lx

1391 lx

5513 lx

4000 lm10°

Tilt 30°

0.9m

1m

2m

3m

6287 lx

1572 lx

700 lx 524 lx

2077 lx

4000 lm28°

Tilt 30°

0.9m

1m

2m

3m

5971 lx

1493 lx

664 lx 498 lx

4000 lm40°

1972 lx

108mm90mm

2000/3000lm CRI 80+
2000lm CRI 98

700/1000/1300lm CRI 80+
700lm/1000/1300lm CRI 98

4000lm CRI 80+

150mm

Cut Out: 160mm x 320m m

Rotate: 355°

Gyro: 30°Tilt: 20° 30˚
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The Imp family is a series of minimal and discreet recessed 

adjustable downlights that are perfect for residential, retail 

and hospitality. Available with circular or square bezels, 

they can be used either on their own or as complimentary 

to large suspended fittings, such as chandeliers in hotel 

entrances or restaurants creating subtle ambient lighting.

Outputs up to 2000 lumens. CRI 98 True Colour Elite where 

colour rendering is paramount or CRI 80+ for general 

lighting applications.

Zero ultraviolet (UV) and infrared (IR) radiation.

Beam angles of 40˚ and 70˚ providing ambient to  

dramatic effects.

Cool running allowing safe and simple tilt action.

IP54 Imp Wet for Zone 1 and 2 areas.

Integral accessories for increased beam refinement:

• Honeycomb Louvre

• Softening Lens

• Ribbed Spreading lens

• Clear Glass

• Baffle

Page 49
Up to 1300 lumen 
40 & 60° 

Page 51
Up to 2000 lumen 
40 & 70°  

Page 53
Up to 2000 lumen 
40 & 70°  

Page 54
Up to 2000 lumen 
40 & 60° 

Page 55
Up to 2000 lumen 
40 & 60° 

Page 57 

Up to 2000 lumen 
40 & 60° 

Page 59
Up to 2000 lumen 
40 & 60°  

Page 60 

Up to 2000 lumen 
40 & 70° 

Page 61 

Up to 2000 lumen 
40 & 70°

Imp

Micro 70

Imp Soft Round Tilt

Imp Soft Square

Imp Wet

Imp Soft Square Tilt

Imp Wet Square

Imp Soft Round

Imp Square

70 SERIES

70 Series Fixing System
Utilising constant force springs the 70 

Series allows easy installation in a wide 

range of ceilings (1-40mm) and helps 

prevent damage to soft ceiling surfaces.
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MICRO 70
70 SERIES

 

• Micro bezel downlight

• Designed to blend seamlessly into a ceiling

• Die cast construction

• Supplied with deep set baffle and softening lens

• Supplied with pre-wired remote non-dimming driver

• Small cut out ideal for halogen replacement

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm

 (10)  1000 lm

 (13)  1300 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 1300 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

M7  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1171 lx

293 lx

130 lx

1m

2m

3m

2562 lx

640 lx

285 lx

1300 lm40°

1300 lm60°

Accessories

To order, use the following suffix

Cut Out: Ø60m m
65mm

70mm
116mm

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

/HL Honeycomb louvre 

/CG Clear glass

500lm CRI 80+
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IMP
70 SERIES

 

• Small tiltable recessed downlight

• Die-cast construction

• Black inner housing detail

• Supplied with pre-wired remote non-dimming driver

• Glare control and baffle accessories

• Small cut out for halogen replacement

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm

 (10)  1000 lm

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

(3500K available in 700 Lumens and above)

Colour Rendering:
  (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 
 (W)  White

 (N)  Nickel Satin

IM  _ _ _ _ _ _ _ _ /**/ **

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

Tilt 20°

0.5m

1m

2m

3m

8000 lx

2000 lm

Tilt 20°

0.5m

1m

2m

3m 387 lx

640 lx

2000 lm

3942 lx

985 lx

438 lx

1190 lx

298 lx

40°

70°

117 lx

193 lx

132 lx

Baffle

Accessories

To order, use the following suffix

113mm

80mm

54mm

Cut Out: Ø70m m

76mm

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/CG Clear glass 

/BF Baffle

Rotate: 355°

Gyro: 30°Tilt: 20° 20˚

Nickel Satin

500lm CRI 80+
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IMP SQUARE
70 SERIES

• Small square tiltable recessed downlight

• Die-cast construction

• Black inner housing detail

• Supplied with pre-wired remote non-dimming driver

• Glare control and baffle accessories

• Small cut out for halogen replacement

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 

 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 
 (W)  White

 (N)  Nickel Satin

2M  _ _ _ _ _ _ _ _ /**/ **

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

Tilt 20°

0.5m

1m

2m

3m

8000 lx

2000 lm

Tilt 20°

0.5m

1m

2m

3m 387 lx

640 lx

2000 lm

3942 lx

985 lx

438 lx

1190 lx

298 lx

40°

70°

117 lx

193 lx

132 lx

Nickel Satin

Baffle

Accessories

To order, use the following suffix

113mm

80mm

54mm

Cut Out: Ø70m m

76mm

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/CG Clear glass 

/BF Baffle

Rotate: 355°

Gyro: 30°Tilt: 20° 20˚

500lm CRI 80+
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• Small recessed downlight with deep set reflector

• Die-cast construction

• Glare control secondary reflector

• Supplied with pre-wired remote non-dimming driver

• Small cut out for halogen replacement

IMP SOFT
ROUND

70 SERIES

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm

 (10)  1000 lm

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 

 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (N)  Nickel Satin

S1  _ _ _ _ _ _ _ _ /**/ **

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency 

1m

2m

3m

1802 lx

450 lx

200 lx

1m

2m

3m

3942 lx

985 lx

438 lx

2000 lm40°

2000 lm60°

Accessories

To order, use the following suffix

132mm
81mm

80mm

61mm

Cut Out: Ø70m m

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass 

/CG Clear glass

500lm CRI 80+
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IMP SOFT
ROUND TILT

70 SERIES

• Adjustable downlight 

• Die-cast construction

• Glare control secondary reflector with fixed 30˚ angle

• Supplied with pre-wired remote non-dimming driver

• Small cut out for halogen replacement

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm

 (10)  1000 lm

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 

 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 

 (W)  White

 (N)  Nickel Satin

S2  _ _ _ _ _ _ _ _ /**/ **

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

Tilt 30°

0.9m

1m

2m

3m

1352 lx

338 lx

150 lx

304 lx

Tilt 30°

0.9m

1m

2m

3m

2957 lx

739 lx

329 lx

493 lx

2000  lm40°

2000  lm60°

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 30˚

Accessories

To order, use the following suffix

135mm

80mm

76mm 98mm

Cut Out: Ø70m m

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass 

/CG Clear glass

500lm CRI 80+
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IMP SOFT 
SQUARE

70 SERIES

• Small square recessed downlight with deep set reflector

• Die-cast construction

• Glare control secondary reflector

• Supplied with pre-wired remote non-dimming driver

• Small cut out for halogen replacement

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm

 (10)  1000 lm

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (N)  Nickel Satin

S3  _ _ _ _ _ _ _ _ /**/ **

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

1m

2m

3m

1802 lx

450 lx

200 lx

1m

2m

3m

3942 lx

985 lx

438 lx

2000 lm40°

2000 lm60°

Accessories

To order, use the following suffix

Cut Out: 72mm x 72m m

132mm
81mm

80mm

61mm

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/CG Clear glass

500lm CRI 80+
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IMP SOFT
SQUARE TILT

70 SERIES

• Square adjustable downlight

• Die-cast construction

• Glare control secondary reflector with fixed 30˚ angle

• Supplied with pre-wired remote non-dimming driver

• Small cut out for halogen replacement

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm

 (10)  1000 lm

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

(3500K available in 700 Lumens and above)

Colour Rendering:
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 

 (W)  White

 (N)  Nickel Satin

S4  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

Tilt 30°

0.9m

1m

2m

3m

1352 lx

338 lx

150 lx

304 lx

Tilt 30°

0.9m

1m

2m

3m

2957 lx

739 lx

329 lx

493 lx

2000  lm40°

2000  lm60°

Accessories

To order, use the following suffix

30°
Cut Out: 72mm x 72m m

135mm

80mm

76mm 98mm

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass 

/CG Clear glass

PRODUCT CODE

500lm CRI 80+
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• Small recessed sealed downlight

• IP54 to ceiling for wet room applications

• Die-cast construction

• Supplied with pre-wired remote non-dimming driver

• Glare control and baffle accessories

• Small cut out for halogen replacement

IMP WET
70 SERIES

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm

 (10)  1000 lm

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 

 (W)  White

 (N)  Nickel Satin

2Q  _ _ _ _ _ _ _ _ /**/ **

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

1m

2m

3m

1m

2m

3m

1071 lx

268 lx

119 lx

3547 lx

887 lx

394 lx

40° 2000 lm

70° 2000 lm

Accessories

To order, use the following suffix

121mm
71mm

80mm

51mm

Cut Out: Ø70m m

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens

/BF Baffle

500lm CRI 80+
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IMP WET SQUARE
70 SERIES

• Small square recessed sealed downlight

• IP54 to ceiling for wet room applications

• Die-cast construction

• Supplied with pre-wired remote non-dimming driver

• Glare control and baffle accessories

• Small cut out for halogen replacement

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm

 (10)  1000 lm

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 

 (W)  White

 (N)  Nickel Satin

3Q  _ _ _ _ _ _ _ _ /**/ **

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

1m

2m

3m

1m

2m

3m

1071 lx

268 lx

119 lx

3547 lx

887 lx

394 lx

40° 2000 lm

70° 2000 lm

Accessories

To order, use the following suffix

121mm
71mm

80mm

51mm

Cut Out: Ø70m m

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens

/BF Baffle

500lm CRI 80+
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90 SERIES

The geometrical shaped bezels give a decorative feel, 

making them suitable and desirable for retail, residential, 

commercial and hospitality areas.

Outputs up to 3000 lumens. CRI 98 True Colour Elite where 

colour rendering is paramount or CRI 80+ for general 

lighting applications.

Zero ultraviolet (UV) and infrared (IR) radiation.

Specular reflectors from 20˚ to 70˚ providing ambient to 

dramatic effects.

Cool running allowing safe and simple tilt or rotation.

AlphaLED Fast Fix mechanism.

Integral accessories for increased beam refinement:

• Honeycomb louvre

• Softening lens

• Ribbed spreading glass

• Clear glass

• IP44 clear glass

Page 64 
Up to 1300 lumen  
40 & 60° 

Page 65 
Up to 1300 lumen  
40 & 60° 

Page 67 
Up to 3000 lumen  
40 & 70° 

Page 69 
Up to 3000 lumen  
40 & 70° 

Page 70 
Up to 3000 lumen  
40 & 70°

Page 71 
Up to 3000 lumen  
40 & 70°  

Page 72 
Up to 3000 lumen  
40 & 60° 

Page 73 
Up to 3000 lumen  
20, 40 & 60° 

Page 75 
Up to 3000 lumen  
20, 40 & 60° 

Page 76/77 
Up to 2000 lumen  
40 & 60°

Micro 90

Micro Washer 90

Mini Washer

Soft Round

Soft 90

Soft Washer

Square 90

Mini Washer Square

Pin Hole Square

AlphaLED Fast Fix mechanism
 

Utilising retractable suspension arms, the 

AlphaLED Fast Fix mechanism ensures quick 

and secure installation in a wide range of 

ceiling types down to 1mm.    
Round 90
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MICRO 90

• Micro bezel downlight

• Designed to blend seamlessly into a ceiling

• Die cast construction

• Supplied with deep set baffle and softening lens

• Supplied with pre-wired remote non-dimming driver

• Small cut out ideal for halogen replacement

90 SERIES

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 1300 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

M9  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1171 lx

293 lx

130 lx

1m

2m

3m

2562 lx

640 lx

285 lx

1300 lm40°

1300 lm60°

Accessories

To order, use the following suffix

101mm
81mm

Cut Out: Ø73m m

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

80mm

/HL Honeycomb louvre 

/CG Clear glass

500lm CRI 80+
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MICRO WASHER 90

• Micro bezel adjustable downlight

• Designed to blend seamlessly into a ceiling

• Die cast construction

• Supplied with deep set baffle and softening lens

• Supplied with pre-wired remote non-dimming driver

• Small cut out ideal for halogen replacement

90 SERIES

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 1300 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

MA  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

Tilt 30°

0.9m

1m

2m

3m

1171 lx

293 lx

130 lx 98 lx

Tilt 30°

0.9m

1m

2m

3m

2562 lx

640 lx

285 lx 214 lx

846 lx

1300 lm40°

1300 lm60°

387 lx

Accessories

To order, use the following suffix

80mm

74mm 97mm

Cut Out: Ø73m m

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

/HL Honeycomb louvre 

/CG Clear glass

500lm CRI 80+
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Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm 

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 
 (W)  White

P1  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PIN HOLE
90 SERIES

• Recessed low glare downlight

• Die-cast construction

• AlphaLED Fast Fix mechanism

• Black glare control baffle

• Supplied with pre-wired remote non-dimming driver

PRODUCT CODE

1m

2m

3m

1m

2m

3m

3000 lm70°

3000 lm40°

1785 lx

446 lx

198 lx

5913 lx

1478 lx

657 lx

Accessories

To order, use the following suffix

78mm

100mm

98mm 116mm

Cut Out: Ø92m m

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000/3000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass

500lm CRI 80+
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• Recessed square low glare downlight

• Die-cast construction

• AlphaLED Fast Fix mechanism

• Black glare control baffle

• Supplied with pre-wired remote non-dimming driver

PIN HOLE SQUARE
90 SERIES

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 
 (W)  White

P2  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1m

2m

3m

3000 lm70°

3000 lm40°

1785 lx

446 lx

198 lx

5913 lx

1478 lx

657 lx

Accessories

To order, use the following suffix

78mm

100mm

98mm 116mm

Cut Out: Ø92m m

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000/3000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass

500lm CRI 80+
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• Square adjustable recessed low glare downlight

• Die-cast construction

• AlphaLED Fast Fix mechanism

• Black glare control and baffle

• Supplied with pre-wired remote non-dimming driver

90 SERIES

MINI WASHER 
SQUARE

Rotate: 355°

Gyro: 30°Tilt: 20°

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 
 (W)  White

M2  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

0.9m

1m

2m

3m

1931 lx

3000 lm

5913 lx

1478 lx

657 lx

40°

Tilt 30°

0.9m

1m

2m

3m 149 lx

8000 lx

3000 lm

583 lx

1785 lx

446 lx

198 lx

70°

Tilt 30°

493 lx

Accessories

To order, use the following suffix

90mm

100mm
Cut Out: Ø92m m

132mm115mm

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass

40°

700/1000/1300lm CRI 80+ 
400/700/1000/1300/3000lm CRI 98

2000/3000lm CRI 80+
2000lm CRI 98

500lm CRI 80+
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MINI WASHER
90 SERIES

• Adjustable recessed low glare downlight

• Die-cast construction

• AlphaLED Fast Fix mechanism

• Black glare control and baffle

• Supplied with pre-wired remote non-dimming driver

Rotate: 355°

Gyro: 30°Tilt: 20°

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 
 (W)  White

MW  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

0.9m

1m

2m

3m

1931 lx

3000 lm

5913 lx

1478 lx

657 lx

40°

Tilt 30°

0.9m

1m

2m

3m 149 lx

8000 lx

3000 lm

583 lx

1785 lx

446 lx

198 lx

70°

Tilt 30°

493 lx

Accessories

To order, use the following suffix

90mm

100mm
Cut Out: Ø92m m

132mm115mm

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass

30°

700/1000/1300/3000lm CRI 80+
400/700/1000/1300/3000lm CRI 80+

2000/3000lm CRI 80+
2000lm CRI 98

500lm CRI 80+
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SOFT ROUND
90 SERIES

• Fixed recessed downlight with deep set reflector

• Die-cast construction

• Glare control secondary reflector

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 
 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

S5  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

2703 lx

676 lx

300 lx

1m

2m

3m

5913 lx

1478 lx

657 lx

3000 lm40°

3000 lm60°

Accessories

To order, use the following suffix

80mm

100mm

100mm 118mm

Cut Out: Ø92m m

/HL Honeycomb louvre 

/SL Softening Lens 

/CG Clear glass

700/1000/1300/3000lm CRI 80+
400/700/1000/1300/3000lm CRI 80+

2000/3000lm CRI 80+
2000lm CRI 98

500lm CRI 80+
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SOFT 90

• Fixed downlight with shallow set reflector

• Die-cast construction

• Glare control secondary reflector

• Various reflector options (including 20˚)

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• IP44 glass option

90 SERIES

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20° 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

S7  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1m

2m

3m

1m

2m

3m

6072 lx

1518 lx

675 lx

3000 lm20°

3000 lm40°

3000 lm60°

3216 lx

804 lx

357 lx

2040 lx

510 lx

227 lx

Accessories

To order, use the following suffix

82mm

100mm

102mm 120mm

Cut Out: Ø92m m

/CG IP44 Glass 

/HL Honeycomb louvre 

/SL Softening Lens

700/1000/1300/3000lm CRI 80+
400/700/1000/1300/3000lm CRI 80+

2000/3000lm CRI 80+
2000lm CRI 98

500lm CRI 80+

90281_PL_Text.indd  73 04/11/2014  14:35



Caffè Nero
Canterbury.

90281_PL_Text.indd   74 04/11/2014   14:35



www.alphaled.co.uk 75

SOFT WASHER
90 SERIES

 

• Adjustable downlight with deep set reflector

• Die-cast construction

• Glare control secondary reflector

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Narrow beam option

Rotate: 355°

Gyro: 30°Tilt: 20°

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98 

 (80)  CRI 80+ 

(98)  CRI 98

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20° 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

S6  _ _ _ _ _ _ _ _ /**/ **

Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

Emergency
/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1012 lx

Tilt 30°

0.9m

1m

2m

3m

3060 lx

765 lx

340 lx 255 lx

Tilt 30°

0.9m

1m

2m

3m

4824 lx

1206 lx

536 lx 402 lx

744 lx

Tilt 30°

0.9m

1m

2m

3m

9108 lx

2277 lx

759 lx

1406 lx

3000 lm20°

3000 lm40°

3000 lm60°

472 lx

Accessories

To order, use the following suffix

Cut Out: Ø92m m

111mm

100mm

134mm 152mm

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass 

/CG Clear glass

30°

2000/3000lm CRI 80+
2000lm CRI 98

500lm CRI 80+
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• Trimless recessed downlight with deep set reflector

• Die-cast construction

• Glare control secondary reflector

• Supplied with pre-wired remote non-dimming driver 

• AlphaLED Fast Fix mechanism

• Supplied with skim bead

ROUND 90
90 SERIES

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 1000 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (X)  N/A

TR  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1802 lx

450 lx

200 lx

1m

2m

3m

3942 lx

985 lx

438 lx

2000 lm40°

2000 lm60°

Accessories

To order, use the following suffix

72mm

75mm

92mm
142mm

Cut Out: Ø115m m

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass 

/CG Clear glass

500lm CRI 80+
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SQUARE 90
90 SERIES

• Trimless Square recessed downlight with deep set reflector

• Die-cast construction

• Glare control secondary reflector

• Supplied with pre-wired remote non-dimming driver 

• AlphaLED Fast Fix mechanism

• Supplied with skim bead

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 1000 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (X)  N/A

TS  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1802 lx

450 lx

200 lx

1m

2m

3m

3942 lx

985 lx

438 lx

2000 lm40°

2000 lm60°

Accessories

To order, use the following suffix

142mm

Cut Out: 112mm x 112m m
74x74

72mm 92mm

700/1000/1300lm CRI 80+
400/700/1000/1300lm CRI 98

2000lm CRI 80+
2000lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass 

/CG Clear glass

500lm CRI 80+
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100 SERIES

A favourite among designers due to the multiple options 

from the frosted cylindrical class to the floating frosted glass 

ring. Available as a fixed or adjustable luminaire and also 

suitable for areas with wet room applications or fire rated 

spaces. The 100 series is a highly functional and versatile 

downlight range that can be used in almost every situation.

Outputs up to 3000 lumens. CRI 98 True Colour Elite where 

colour rendering is paramount or CRI 80+ for general 

lighting applications.

Zero ultraviolet (UV) and infrared (IR) radiation.

Beam angles from 20˚ to 70˚ providing ambient to  

dramatic effects.

Cool running allowing safe and simple tilt or rotation.

Wide range of decorative accessories.

Universal Fire Rated provides certified building protection  

up to 1 hour.

IP54 Universal Aqua for Zone 1 and 2 wet areas.

Page 80 
Up to 3000 lumen  
40 & 60° 

Page 80 
Up to 3000 lumen  
40 & 60° 

Page 80 
Up to 3000 lumen  
40 & 60° 

Page 80 
Up to 3000 lumen  
40 & 60° 

Page 81 
Up to 3000 lumen  
40 & 60°

Page 82 
Up to 2000 lumen  
20, 40 & 60° 

Page 83 
Up to 3000 lumen  
40 & 60°  

Page 85 
Up to 3000 lumen  
20, 40 & 60° 

Page 87 
Up to 3000 lumen  
40 & 70° 

Universal Drop

Universal Glass

Universal Halo

Universal Clear

Universal Adjustable

Basic

Universal Aqua

Universal Open

Universal Fire Rated
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UNIVERSAL DOWNLIGHTS
100 SERIES

Glass Frosted cylindrical glass.

To order replace UO with U1

Clear Clear protective glass.

To order replace UO with U6

Halo Frosted glass ring.

To order replace UO with U3

Drop Floating glass with frosted etched ring.

To order replace UO with U7

(Only available in white).
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UNIVERSAL OPEN
100 SERIES

• Fixed recessed downlight with deep set reflector

• Die-cast construction

• Glare control secondary reflector

• Supplied with pre-wired remote non-dimming driver

• Decorative range of accessories

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (B)  Black

 (N)  Nickel Satin

UO  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

2703 lx

676 lx

300 lx

1m

2m

3m

5913 lx

1478 lx

657 lx

3000 lm40°

3000 lm60°

Nickel Satin option

Accessories

To order, use the following suffix

96mm 115mm

108mm
Cut Out: Ø95m m

2000/3000lm CRI 80+
2000lm CRI 98

500/700/1000/1300lm CRI 80+
500/700/1000/1300lm CRI 98
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• Fire rated circular downlight

• 1 hour fire protection

• Die-cast construction

• Compliant with Building Regulations

• Part B – BS 476 / BS EN 1365

• Supplied with pre-wired  non dimmable driver

UNIVERSAL
FIRE RATED

100 SERIES

Lumen Output: 
 (04)  400 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 1000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

F6  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1m

2m

3m

1m

2m

3m

3950 lx

985 lx

440 lx

1300 lm20°

1300 lm40°

1300 lm60°

2100 lx

525 lx

235 lx

1300 lx

330 lx

150 lx

108mm

106mm

Cut Out: Ø95mm

400/700/1000/1300lm CRI 80+
400/700/1000lm CRI 98
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UNIVERSAL AQUA
100 SERIES

• Sealed recessed downlight with deep set reflector

• IP54 to ceiling for wet room applications

• Die-cast construction

• Glare control secondary reflector

• Supplied with pre-wired remote non-dimming driver

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (B)  Black

 (N)  Nickel Satin

AQ  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

2433 lx

608 lx

270 lx

1m

2m

3m

5321 lx

1330 lx

591 lx

3000 lm40°

3000 lm60°

Accessories

To order, use the following suffix

96mm 115mm

108mm
Cut Out: Ø95m m

2000/3000lm CRI 80+
2000lm CRI 98

Nickel Satin option

500/700/1000/1300lm CRI 80+
500/700/1000/1300lm CRI 98
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UNIVERSAL
ADJUSTABLE

100 SERIES

• High output fully adjustable downlighter

• Die-cast construction with protective clear glass

• Supplied with pre-wired non dimmable driver

• Versatile range of beam angles 

Rotate: 355°

Gyro: 30°Tilt: 20°

Lumen Output: 
 (05)  500 lm 

 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

(3500K available in 700 Lumens and above)

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

 (B)  Black

 (N)  Nickel Satin

UA  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1012 lx

Tilt 30°

0.9m

1m

2m

3m

3060 lx

765 lx

340 lx 255 lx

Tilt 30°

0.9m

1m

2m

3m

4824 lx

1206 lx

536 lx 402 lx

744 lx

Tilt 30°

0.9m

1m

2m

3m

9108 lx

2277 lx

759 lx

1406 lx

3000 lm20°

3000 lm40°

3000 lm60°

472 lx

108mm

104mm

Cut Out: Ø102m m

86mm

2000/3000lm CRI 80+
2000lm CRI 98

Satin Nickel option

28°

500/700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98
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BASIC
100 SERIES

 

• Small tiltable recessed downlight

• Die-cast construction

• Low height design

• Supplied with pre-wired remote non-dimming driver

• Ideal for halogen replacement

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 30˚

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 
 (W)  White

B1  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

0.9m

1m

2m

3m

1931 lx

3000 lm

5913 lx

1478 lx

657 lx

40°

Tilt 30°

0.9m

1m

2m

3m 149 lx

8000 lx

3000 lm

583 lx

1785 lx

446 lx

198 lx

70°

Tilt 30°

493 lx

99mm

88mm

Cut Out: Ø93m m

68mm

2000/3000lm CRI 80+
2000lm CRI 98

700/1000/1300lm CRI80+
700/1000/1300lm CRI98
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120 SERIES

A range of downlights suitable for commercial applications 

due to its geometrical bezels and decorative feel but at the 

same time offering high outputs up to 3000lm and producing 

low glare ratings. This is a series that can be used in retail, 

residential, commercial and hospitality areas.

Outputs up to 4000 lumens. CRI 98 True Colour Elite where 

colour rendering is paramount or CRI 80+ for general 

lighting applications.

Zero ultraviolet (UV) and infrared (IR) radiation.

Beam angles from 20˚ to 70˚ providing ambient to  

dramatic effects.

Cool running allows safe and simple rotation and lockable tilt.

AlphaLED Fast Fix mechanism.

Optical accessories for increased beam refinement:

• Extended glare reduction baffle

• Honeycomb louvre

• Softening lens

• Ribbed spreading glass

Page 90 
Up to 2000 lumen  
20, 40 & 60° 

Page 91 
Up to 4000 lumen  
20, 40 & 60°

Page 93 
Up to 4000 lumen  
20, 40 & 60°  

Page 95 
Up to 4000 lumen  
20, 40 & 60° 

Page 96 
Up to 4000 lumen  
20, 40 & 60° 

Page 97
Up to 4000 lumen  
20, 40 & 60° 

Page 98
Up to 4000 lumen  
40 & 70°

Page 99
Up to 4000 lumen  
40 & 70°

Nimble

Mini Scoop

Nimble Square

Nimble Square Pin Hole

Area

Washer

Nimble Washer

Nimble Pin Hole

AlphaLED Fast Fix mechanism
 

Utilising retractable suspension arms, the 

AlphaLED Fast Fix mechanism ensures quick 

and secure installation in a wide range of 

ceiling types down to 1mm.    
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Rotate: 355°

Gyro: 30°Tilt: 20°

MINI SCOOP
120 SERIES

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

MC  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

• Fully adjustable scoop downlight

• High output with passive heatsink

• Die-cast construction with protective clear glass

• Supplied with pre-wired remote non-dimming driver

• Ideal replacement for metal halide

675 lx

Tilt 30°

0.9m

1m

2m

3m

2040 lx

510 lx

227 lx 170 lx

Tilt 30°

0.9m

1m

2m

3m

3216 lx

804 lx

357 lx 268 lx

1062 lx

Tilt 30°

0.9m

1m

2m

3m

6072 lx

1518 lx

504 lx

2006 lx

2000 lm20°

2000 lm40°

2000 lm60°

674 lx

117mm

152mm

700/1000/1300/2000lm CRI 80+
700/1000/1300/2000lm CRI 98

Cut Out: Ø140mm

70°
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NIMBLE
120 SERIES

• Adjustable downlight with minimal trim

• Various reflector and lumen options

• Supplied with pre-wired non dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for halogen and metal halide

Matt SpecularBlack

White

Rotate: 355°

Gyro: 30°Tilt: 20°

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9  up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (S)  Specular

 (M)  Matt

 (B)  Black

 (W)  White

N1  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1349 lx

Tilt 30°

0.9m

1m

2m

3m

4080 lx

1020 lx

453 lx 340 lx

Tilt 30°

0.9m

1m

2m

3m

6432 lx

1608 lx

715 lx 536 lx

2124 lx

Tilt 30°

0.9m

1m

2m

3m

12144 lx

3036 lx

1012 lx

4011 lx

4000 lm20°

4000 lm40°

4000 lm60°

348 lx

2000/3000lm CRI 80+
2000lm CRI 98

4000lm CRI 80+700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98

Cut Out: Ø122m m

176mm
113mm

128mm

130mm

25°
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NIMBLE 
PIN HOLE

120 SERIES

• Fixed downlight with minimal glare

• Various reflector and lumen options

• Supplied with pre-wired non dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for halogen and metal halide

• Supplied with extended glare reduction baffle

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

N2  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1m

2m

3m

1m

2m

3m

12144 lx

3036 lx

1350 lx

4000 lm20°

4000 lm40°

4000 lm60°

6432 lx

1608 lx

715 lx

4080 lx

1020 lx

453 lx

125mm
161mm

107mm

132mm
Cut Out: Ø122m m

2000/3000lm CRI 80+
2000lm CRI 98

4000lm CRI 80+700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98
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NIMBLE WASHER
120 SERIES

• Adjustable downlight with minimal glare

• Various reflector and lumen options

• Supplied with pre-wired non dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for halogen and metal halide

• Supplied with extended glare reduction baffle

Rotate: 355°

Gyro: 30°Tilt: 20°

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

N3  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1349 lx

Tilt 30°

0.9m

1m

2m

3m

4080 lx

1020 lx

453 lx 340 lx

Tilt 30°

0.9m

1m

2m

3m

6432 lx

1608 lx

715 lx 536 lx

2124 lx

Tilt 30°

0.9m

1m

2m

3m

12144 lx

3036 lx

1012 lx

4011 lx

4000 lm20°

4000 lm40°

4000 lm60°

348 lx

2000/3000lm CRI 80+
2000lm CRI 98

4000lm CRI 80+700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98

Cut Out: Ø122m m

176mm
113mm

132mm30°

130mm

25°
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• Fixed downlight with minimal glare

• Various reflector and lumen options

• Supplied with pre-wired non dimming driver

• AlphaLED Fast Fix mechanism with round cut out

• Ideal replacement for halogen and metal halide 

• Supplied with extended glare reduction baffle

NIMBLE SQUARE
120 SERIES

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

N4  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1m

2m

3m

1m

2m

3m

12144 lx

3036 lx

1350 lx

4000 lm20°

4000 lm40°

4000 lm60°

6432 lx

1608 lx

715 lx

4080 lx

1020 lx

453 lx

132mm x 132mm

125mm
161mm

107mm

Cut Out: Ø122m m

2000/3000lm CRI 80+
2000lm CRI 98

4000lm CRI 80+700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98
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NIMBLE SQUARE 
PIN HOLE

120 SERIES

• Fixed downlight with minimal glare

• Various reflector and lumen options

• Supplied with pre-wired non dimming driver

• AlphaLED Fast Fix mechanism with round cut out

• Ideal replacement for halogen and metal halide

• Supplied with extended glare reduction baffle

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (N)  Narrow: 20°

 (M)  Medium: 40° 

 (W)  Wide: 60°

Colour: 
 (W)  White

N5  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1m

2m

3m

1m

2m

3m

12144 lx

3036 lx

1350 lx

4000 lm20°

4000 lm40°

4000 lm60°

6432 lx

1608 lx

715 lx

4080 lx

1020 lx

453 lx

132mm x 132mm

125mm
161mm

107mm

Cut Out: Ø122m m

2000/3000lm CRI 80+
2000lm CRI 98

4000lm CRI 80+700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98
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• General area fixed downlight

• Reduced glare with dark light appearance

• Various reflector and lumen options

• Supplied with pre-wired non dimming driver

• Ideal replacement for halogen and metal halide

AREA
120 SERIES

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

  (CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 
 (W)  White

W2  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

1m

2m

3m

4000 lm70°

4000 lm40°

2380 lx

595 lx

264 lx

7884 lx

1971 lx

876 lx

Cut Out Ø122mm

161mm
114mm

135mm

96mm

4000lm CRI 80+2000/3000lm CRI 80+
2000lm CRI 98

400/700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98
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WASHER
120 SERIES

• Adjustable wallwasher

• Reduced glare with dark light appearance

• Various reflector and lumen options

• Supplied with pre-wired non dimming driver

• Ideal replacement for halogen and metal halide

Rotate: 355°

Gyro: 30°Tilt: 20°

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K 

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI98 / V9 up to 2000 Lumens)

Beam Angles: 

 (M)  Medium: 40° 

 (W)  Wide: 70°

Colour: 
 (W)  White

W1  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

0.9m

1m

2m

3m

4000 lm40°

Tilt 30°

0.9m

1m

2m

3m

4000 lm70°

Tilt 30°

5913 lx

7884 lx

1971 lx

876 lx

198 lx

401 lx

2380 lx

595 lx

264 lx

657 lx

Accessories

To order, use the following suffix

Cut Out: Ø122mm

176mm
108mm

135mm

125mm

4000lm CRI 80+2000/3000lm CRI 80+
2000lm CRI 98

400/700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98

/HL Honeycomb louvre 

/SL Softening Lens 

/RG Ribbed Spreading Glass

30°
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200 SERIES

Page 102 
Up to 4000 lumen  
10, 28 & 40° 

Page 103 
Up to 4000 lumen  
10, 28 & 40°

Page 105 
Up to 4000 lumen 
Wide  

Page 107 
Up to 4000 lumen  
10, 25, 40 & 50° 

Page 109 
Up to 4000 lumen 
Wide 

Page 111 
Up to 4000 lumen 
Flood 

Page 113  
Up to 4000 lumen 
Flood

Page 114  
Up to 4000 lumen 
120°

Page 115  
Up to 4000 lumen 
Asymmetric

LED 111 Round

Axum

Xirius

Slot Scoop

Square

Slot

Square Asymmetric

Xirius Soft

Mercury

AlphaLED Fast Fix 
mechanism
 

Utilising retractable suspension 

arms, the AlphaLED Fast Fix 

mechanism ensures quick and 

secure installation in a wide range 

of ceiling types down to 1mm.    

Astral Bezel option

Factory fitted accessory that 

extends the bezel to a cutout 

range of 210mm to 240mm. 

Available with LED 111 

Round, Mercury, Axum, Xirius 

and Xirius Soft

A series of high output recessed luminaires with geometrical 

shaped bezels, suitable for high ceiling spaces such as 

shopping centres, airports, museums or theatres. Fittings 

such as the Mercury, Square Asymmetric and Slot Scoop are 

great for offering ambient wall washing or display lighting.

Outputs up to 4000 lumens. CRI 98 True Colour Elite where 

colour rendering is paramount or CRI 80+ for general 

lighting applications.

Zero ultraviolet (UV) and infrared (IR) radiation.

Beam angles from 10˚ to 120˚with asymmetric options, 

providing ambient to dramatic effects.

Cool running allowing safe and simple aiming.

AlphaLED Fast Fix mechanism.

Optical accessories for increased beam refinement: 

• Astral bezel option extending bezel cut-outs.

• IP44 Cover glass

• Honeycomb louvre

• Soft edge glass
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Astral Bezel option

Ø250mm Ø250mm

Factory fitted accessory that 
extends the bezel to a cutout range 
of 210mm to 240mm.

LED 111 ROUND
200 SERIES

• High output gimbal downlight with gyroscopic movement

• Die-cast and steel construction

• Lockable tilt

• AlphaLED Fast Fix mechanism

• Supplied with pre-wired remote non-dimming driver

• Ideal replacement for metal halide

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (S)  Spot: 10°

 (N)  Narrow: 28° 

 (M)  Medium: 40°

Colour: 
 (W)  White

 

LR  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1854 lx

Tilt 30°

0.9m

1m

2m

3m

16692 lx

4173 lx

1391 lx

5513 lx

4000 lm10°

Tilt 30°

0.9m

1m

2m

3m

6287 lx

1572 lx

700 lx 524 lx

2077 lx

4000 lm28°

Tilt 30°

0.9m

1m

2m

3m

5971 lx

1493 lx

664 lx 498 lx

4000 lm40°

1972 lx

Accessories

To order, use the following suffix /AB

Cut Out: Ø198mm

Ø208mm

117mm

2000/3000lm CRI 80+
2000lm CRI 98

4000lm CRI 80+700/1000/1300lm CRI 80+
700/1000/1300lm CRI 98

135mm 182mm

Rotate: 355°

Gyro: 30°Tilt: 20° 30°
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 MERCURY
200 SERIES

• Fully adjustable scoop downlight

• High output with passive two phase heat sink

• Die-cast construction with protective clear glass

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for halogen and metal halide

Rotate: 355°

Gyro: 30°Tilt: 20°

Astral Bezel option

Ø250mm

Cut Out Range: Ø210 - Ø240mm

Ø250mm

Cut Out Range: Ø210 - Ø240mm

Ø250mm

Cut Out Range: Ø210 - Ø240mm

Factory fitted accessory that 
extends the bezel to a cutout range 
of 210mm to 240mm.

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (S)  Spot: 10°

 (N)  Narrow: 28° 

 (M)  Medium: 40°

Colour: 
 (W)  White

 (B)  Black

MS  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1854 lx

Tilt 30°

0.9m

1m

2m

3m

16692 lx

4173 lx

1391 lx

5513 lx

4000 lm10°

Tilt 30°

0.9m

1m

2m

3m

6287 lx

1572 lx

700 lx 524 lx

2077 lx

4000 lm28°

Tilt 30°

0.9m

1m

2m

3m

5971 lx

1493 lx

664 lx 498 lx

4000 lm40°

1972 lx

Accessories

To order, use the following suffix /AB

220mm Max

Cut Out: Ø198mm

156mm

Ø208mm

700/1000/1300/2000/3000lm CRI 80+
700/1000/1300/2000lm CRI 98

4000lm CRI 80+

40°

90281_PL_Text.indd  103 04/11/2014  14:37



Oreb’s Miguel Vieira
Johannesburg. Lighting Design by Light Kinetics
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XIRIUS SOFT
200 SERIES

• Low height, high output downlight

• Diffuser and faceted reflector for reduced glare

• Larger version available (Ø260mm)

• IP44 under canopy glass option

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for CFL

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm

 (30)  3000 lm

 (40)  4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / V9 up to 2000 Lumens)

Beam Angles: 

 (W)  Wide

Colour: 
 (W)  White

X2  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

4000 lm

1m

2m

3m

Wide

1920  lx

480  lx

213  lx

Factory fitted accessory that 
extends the bezel to a cutout range 
of 210mm to 240mm. 

Only available with the X2

Ø250mm Ø250mm

Accessories

To order, use the following suffix

/AB /AB Astral Bezel option 

/CG Lens option/IP44   

 canopy glass 

/GR Decorative glass ring 

/MR Matt reflector version

Ø208mm

110mm

700/1000/1300/2000/3000/4000lm CRI 80+
700/1000/1300/2000lm CRI 98

Cut Out: Ø198m m

/X2

Ø260mm

130mm

700/1000/1300/2000/3000/4000lm CRI 80+
700/1000/1300/2000lm CRI 98

Cut Out: Ø235m m

/X3
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Double Tree Hilton
Marjan Island, UAE
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AXUM
200 SERIES

Lumen Output: 
 (07)  700 lm 

 (10)  1000 lm 

 (13)  1300 lm

 (20)  2000 lm 

 (30) 3000 lm 

 (40) 4000 lm

Colour Temps: 
 (27)  2700K 

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 / Up to 2000 Lumens)

Beam Angles: 

 (S)  Spot: 10°

 (N)  Narrow: 25° 

 (M)  Medium: 40° 

 (W) Wide: 50°

Colour: 
 (W)  White

AM _ _ _ _ _ _ _ _ /**/ **

• High output fixed downlight

• Ideal for high ceilings

• IP44 under canopy glass option

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Wide range of beam angles

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

1m

2m

3m

4752 lx

1188 lx

528 lx

1m

2m

3m

1m

2m

3m 4364 lx

9819 lx

39276 lx

4000 lm10°

4000 lm25°

4000 lm50°

10380 lx

2595 lx

1153 lx

Factory fitted accessory that 
extends the bezel to a cutout range 
of 210mm to 240mm.

Accessories

To order, use the following suffix

Astral Bezel option /AB

4000lm CRI 80+

Ø208mm

151mm

Cut Out: Ø198mm

141mm

700/1000/1300/2000/3000lm CRI 80+
700/1000/1300/2000lm CRI 98

/HL Honeycomb louvre 

/CG IP44 Cover glass

Ø250mm

Cut Out Range: Ø210 - Ø240mm
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Gala Bingo
Derby
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XIRIUS
200 SERIES

• High output recessed downlight

• Die-cast construction

• IP44 under canopy glass option

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for CFL and metal halide

Factory fitted accessory that 
extends the bezel to a cutout range 
of 210mm to 240mm.

Lumen Output: 
 (12)  1250 lm 

 (17)  1700 lm 

 (22)  2250 lm

 (30) 3000 lm 

 (40) 4000 lm

Colour Temps:
 (27)  2700K  

 (30)  3000K 

 (35)  3500K 

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 Up to 3000 Lumens)

Beam Angles: 

 (W) Wide

Colour: 
 (W)  White

 

XS _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

4000 lm

1m

2m

3m

Wide

2562  lx

640  lx

285  lx

Accessories

To order, use the following suffix

Astral Bezel option /AB

Ø208mm

138mm

Cut Out: Ø198mm

1250/1700/2250/3000/4000lm CRI 80+
1250/1700/2250/3000lm CRI 98

/HL Honeycomb louvre 

/CG IP44 Cover glass

Ø250mm

Cut Out Range: Ø210 - Ø240mm
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R.A.F Hendon
Hendon. Lighting Design by Elite Renewables
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SLOT SCOOP
200 SERIES

• High output tiltable recessed wallwasher

• Die-cast construction with protective clear glass

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for metal halide

Rotate: 355°

Gyro: 30°Tilt: 20° Tilt: 45˚

Lumen Output: 
 (12)  1250 lm 

 (17)  1700 lm 

 (22)  2250 lm

 (30) 3000 lm 

 (40) 4000 lm

Colour Temps:  
 (27)  2700K

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98

(CRI 98 Up to 3000 Lumens)

Beam Angles: 

 (W) Wide

Colour: 
 (W)  White

 

SS _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

Wide, 4000 lm
1.5m0.9m

1m

2m

3m

823 lx

427 lx

218 lx

1485 lx

605 lx

278 lx

1.5m 1.5m

45°

152mm

111mm

234mm

Cut Out: 218mm x 136mm

1250/1700/2250/3000/4000lm CRI 80+
1250/1700/2250/3000lm CRI 98
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Hansel Bakery
Barcelona. Lighting Design by Ignasi Bonjoch
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• High output recessed downlight with deep set reflector

• Die-cast construction

• IP44 under canopy glass option

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for metal halide

SLOT
200 SERIES

Lumen Output: 
 (12)  1250 lm 

 (17)  1700 lm 

 (22)  2250 lm

 (30) 3000 lm 

 (40) 4000 lm

Colour Temps: 
 (27)  2700K

 (30)  3000K 

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 Up to 3000 Lumens)

Beam Angles: 

 (W) Wide

Colour: 
 (W)  White

 

ST  _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

4000 lm

1m

2m

3m

Wide

2667  lx

667  lx

170  lx

138mm

234mm152mm

Cut Out: 218mm x 136mm

1250/1700/2250/3000/4000lm CRI 80+
1250/1700/2250/3000lm CRI 98

Accessories

To order, use the following suffix

/CG IP44 Cover glass
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• High output recessed downlight

• Die-cast construction

• IP44 under canopy glass option

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for CFL and metal halide

SQUARE
200 SERIES

Lumen Output: 
 (12)  1250 lm 

 (17)  1700 lm 

 (22)  2250 lm

 (30)  3000 lm 

 (40) 4000 lm

Colour Temps:  
 (27)  2700K

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 

 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 Up to 3000 Lumens)

Beam Angles:  

 (W)  Wide

Colour: 
 (W)  White

SQ _ _ _ _ _ _ _ _ /**/ **

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

4000 lm

3342 lx

835 lx

371 lx

1m

2m

3m

Wide

191mm x 191mm

152mm

Cut Out: 176mm x 176mm

1250/1700/2250/3000/4000lm CRI 80+
1250/1700/2250/3000lm CRI 98

Accessories

To order, use the following suffix

/CG IP44 Cover glass 

/HL Honeycomb louvre
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SQUARE
ASYMMETRIC

200 SERIES

• High output recessed asymmetric downlight

• Die-cast construction

• IP44 under canopy glass option

• Supplied with pre-wired remote non-dimming driver

• AlphaLED Fast Fix mechanism

• Ideal replacement for CFL and metal halide

Lumen Output: 
 (12)  1250 lm 

 (17)  1700 lm 

 (22)  2250 lm

 (30)  3000 lm 

 (40) 4000 lm

Colour Temps:  
 (27)  2700K

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 

 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 Up to 3000 Lumens)

Beam Angles:  

 (W)  Wide

Colour: 
 (W)  White

SA _ _ _ _ _ _ _ _ /**/ **

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

Wide, 4000 lm
1.5m0.9m

1m

2m

3m

823 lx

427 lx

218 lx

1485 lx

605 lx

278 lx

1.5m 1.5m

Cut Out 176mm x 176mm

1250/1700/2250/3000/4000lm CRI 80+
1250/1700/2250/3000lm CRI 98

191mm x 191mm

122mm

191mm x 191mm

122mm

Accessories

To order, use the following suffix

/CG IP44 Cover glass

/HL Honeycomb louvre
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Browns Florist
London. Lighting Design by Elite Renewables
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Burger King 
Ashford Kent

These decorative pendants incorporate 3000 lm XLM modules to 

provide ambient lighting.

SPECIAL PROJECTS

AlphaLED technology can be extended throughout any installation by adopting it into Bespoke fixtures.  

All luminaires are subjected to the same rigorous test procedures before being built and are guaranteed 

to give no noticeable colour shift and a maximum of 5% lumen loss across the installation after 5 years. 

We invite enquires for decorative luminaires through our design department who following a quick 

appraisal of your project will then guide you through the whole design and build procedure.
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Lumen Output: 
 (12)  1250 lm 

 (17)  1700 lm

 (22)  2250 lm 

 (30) 3000 lm 

 (40) 4000 lm

Colour Temps: 
 (27)  2700K

 (30)  3000K

 (35)  3500K

 (40)  4000K

Colour Rendering: 
 (V8)  Vibrancy 80

 (V9)  Vibrancy 98

 (80)  CRI 80+ 

 (98)  CRI 98 

(CRI 98 Up to 3000 Lumens)

Beam Angles: 

 (C)  Clear: Wide

 (H)  Half Metalized: Wide 

 (F)  Full Metalized: Wide

Colour: 
 (W)  White

 (B)  Black

 (G)  Grey

BT _ _ _ _ _ _ _ _ /**/ **

Options:
Dimming:
/DT Trailing Edge
/DL Leading Edge
/DD DALI
/DA Analogue (1-10V)
/LT Lumentalk
(Other dimming options available see page 123)

/M3 3Hrs Maintained
/ST Self Test
/DE DALI Emergency

PRODUCT CODE

Ø315mm

190mm

1250/1700/2250/3000/4000lm CRI 80+
1250/1700/2250/3000lm CRI 98

487mm

PRISM
PENDANT

SPECIAL PROJECTS

• High output decorative luminaire

• Prismatic reflector options

• Supplied with pre-wired integral driver

• Ideal replacement for CFL and metal halide

• Supplied with suspension hook as standard

• Integral emergency option available

4000 lm

1m

2m

3m

6408 lx

1602 lx

712 lx

Prism Pendant

40°
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Canterbury University 
New Zealand. Lighting Design by Beca, Athfield Architects Limited

AlphaLED special LED III Quad using 700lm modules with wide beam 

reflectors and 1-10V dimming to provide flexible lighting options

SPECIAL PROJECTS
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Cheddar Woods Club and Restaurant 

Newquay. Lighting Design by Symms Revill Design

The AlphaLED Cube 4 housing 1000 lm 4000K modules 

adapted for pendant within a simple enclosure. 

SPECIAL PROJECTS

Surface or pendant option
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Victorian College of Arts 

Melbourne, Australia

Xirius was a perfect solution for a surface mounted luminaire with the 

introduction of a surface housing and an IP glass attachment.  

AlphaLED luminaires can be modified to suit most applications.

SPECIAL PROJECTS
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ASDA Cafe
Cheltenham

ASDA used the 1300 lm, CRI 80+ modules in Colour 3000K  

housed in a traditional fabric drum to deliver a relaxed atmosphere.

SPECIAL PROJECTS

90281_PL_Text.indd   122 04/11/2014   14:44



www.alphaled.co.uk 123

CONTROL GEAR

Drivers
LED drivers are self-contained power supplies that have outputs matched to the electrical characteristics of the LED 

modules. Alpha LED products are supplied with a driver and are also guaranteed for 5 years. 

Dimming Drivers 
Dimming provides flexibility to the ambience with additional energy saving. All luminaires and controllers on the same 

circuit must use the same dimming protocol. The following dimming protocols are available..

Mains Dimming Systems

Leading Edge /DL or Trailing Edge /DT  
Luminaires can be dimmed by adjusting the incoming power supply. Leading edge and trailing edge dimming systems 

control the power delivery to the LED in slightly different ways. 

For existing installations, ensure luminaires match the existing dimming protocol. We provide solutions for either 

Leading Edge or Trailing Edge mains dimming systems.

For new Installations, whether Leading Edge or Trailing Edge dimming, all components on the lighting circuit must 

 be compatible.

Analogue driver /DA
This (1-10V) dimming system requires a polar two wire bus system (+/-) enabling a rotary/slider dimmer to adjust the 

light output. 1 volt represents the minimum lamp brightness and 10 volts represents the maximum. 

Analogue PRO /AP
This professional (0-10V) dimming system requires a polar two wire bus system (+/-) enabling a (0-10V) rotary/slider 

dimmer to adjust the light output. Dimming down to less than 1%. 

DALI /DD
Digital Addressable Lighting Interface – Digitally addressing each individual device, DALI provides total flexibility when 

controlling a lighting system. Up to 64 devices can be controlled on a localised circuit more can be controlled with the 

introduction of a building management system.

DALI PRO /DP
Professional Digital Addressable Lighting Interface – Digitally addressing each individual device DALI protocol provides 

total flexibility when controlling a lighting system. Up to 64 devices can be controlled on a localised circuit more can be 

controlled with the introduction of a building management system. Dimming down to less than 1%.

Other specialised digital dimming systems are available by special order. 

DSI /DS 
DMX /DX 
Switch Dim /SD 
Rotary Dimmer /RD

Rotary Dimmer
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EMERGENCY LIGHTING

Emergency lighting must operate automatically in all 

common areas and escape routes. It must provide an 

adequate level of illumination to enable people to see clearly 

enough to navigate any obstacles, changes of height and 

direction and ultimately find their way out of the building 

safely.

With the development of LED lighting, integral emergency 

systems provide an opportunity to incorporate lighting 

sympathetically to the overall lighting design.

AlphaLED offer a 3 hour maintained conversion pack with 

BLF of up to 30%. This enables AlphaLED to be mounted in 

tall ceilings and still comply with emergency regulations.

Emergency products are supplied with remote emergency 

control boxes or articulated socks, small enough to be 

slotted through the ceiling cut outs. A remote housing 

for the emergency status LED will be supplied if it is not 

mounted directly on the luminaire.

Maintained emergency /M3
Where the same light source is utilised in standard and 

emergency modes. In Standard mode the light source is 

powered from the switched mains supply, with mains failure it 

switches to emergency mode powered from its integral battery.

Self test emergency /ST
The self test emergency lighting system has an in-built micro 

processor to carry out a pre programmed testing regime 

independent of each other. Luminaire status and test results 

are provided using a bi-colour LED indicator.

DALI emergency /DE
Fully DALI compliant this system uses the DALI data bus to 

monitor batteries, schedule tests and report status. Please 

Note: The /DE code is used to order DALI emergency 

option only. If a DALI controlled fitting is required use the 

appropriate dimming driver code (/DD or /DP).

Emergency Output and Lumen Factor

Module Lumen Output LF % Emergency
Lumens

XIM, CRI 80 / V8 500 66 330

XIM, CRI 80 / V8 700 54 375

XIM, CRI 98 / V9 700 41 284

XIM, CRI 80 / V8 1000 37 366

XIM, CRI 98 / V9 1000 28 275

XIM, CRI 80 / V8 1300 26 333

XIM, CRI 98 / V9 1300 19 250

XIM, CRI 80 / V8 2000 15 308

XIM, CRI 98 / V9 2000 11 227

XIM, CRI 80 / V8 3000 10 307

XSM, CRI 80 / V9 4000 8 307
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